Gaming Printer

m Reliable, durable, easy maintenance

B High-speed, superior printing quality

B Hot swappable




Fortune

Gaming Printer

The Fortune is designed to fit into existing TITO systems perfectly. It will connect
to machines and print TITO tickets in real-time. In addition to the communication
port (RS232), a separate USB port is provided for convenient firmware upgrades.

Specifications

Printing Method

Direct Thermal

' Printing Speed

Upto 120£5mm/sec (4.72+0.20 inches)/sec
(Depend on content)

Paper Size
Length 1561 mm/6.14+0.039 inches
Width 65+1 mm/2.59+0.039 inches
Thickness 0.1mm/0.0039 inches

Resolution

8 dots/mm (203 dpi)

200 Tickets / 400 Tickets

Sensors

Paper Low/Out, Printer Drawer Open,
Ticket Taken, Ticket Jam, Cover Open

3 (8.5 cpi, 12.7 cpi, 25.4 cpi)

Barcodes

Interleaved 2 of 5

RS-232 (ICT Protocol)

Power Source

24V DC (+10%)

Power Consumption

Standby: 0.2A, 4.8W
Operation: 3.5A, 84W
Maximum: 4.5A, 108W

Dimension

(W)110.1 x (D)285.7 x (H)105.2 mm/
(W)4.34 x (D)111.25 x (H)4.14 inches

Approx. 1.5KG/3.31Ibs

Environmental
Operating Temperature: 0°C/32°F~50°C/122°F

Storage Temperature: -20°C/-4°F~60°C/140°F
Humidity: 10%~50%RH (no condensation)

Recommended Applications

Indoor Gaming

Specifications are subject to change without prior notice.
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